
 
 

 

 
[	
  CoCCA	
  Registry	
  Services	
  (NZ)	
  Limited	
  (Sydney	
  NOC)	
  ]	
  

 
  

                  
  
 
 

D 

Telstra 
Failover Router (X2) 

IPv4	
  resources:	
  203.119.84.0/24	
  
(crit-­‐infra)	
  

IPv6	
  resources:	
  2001:dd8:3::/48	
  
(crit-­‐infra)	
  

 

Firewall (X2) 

Switch (X2) 

Load Balancer (X2)  

Load Balanced SRS Servers - Dell R710 (X2) - Virtualized VMware vSphere 5 - Private Network 10.5.X.X 

Pamoja SRS 
EPP-WHOIS-GUI 

BIND -NAT 
Centos 6.2 x64 

Signing DNS 
& Escrow SCP 
DNS BIND NAT 
Centos 6.2 x64 

Distribution 
DNS BIND  

NAT 
Centos 6.2 x64 

Monitoring 
paessler PRTG 

NAT 
WIN7 Home Pro 

 

Monitoring 
bespoke - nagios   

NAT 
Ubuntu 10.04 

Unicast DNS 
Public IP, BIND 

NO NAT 
Ubuntu 10.04 

db Master 
Centos 6.2 
PostgreSQL   
Dell r515* 

 

db Secondary 
Centos 6.2 
PostgreSQL   
Dell r515* 

 

db Secondary 
Centos 6.2 
PostgreSQL   
Dell r515* 

 

2X Cisco 2821 Routers configured 
with Hot Standby Router Protocol 
(HSRP) 

2 X Cisco 3560 Gigabit Stackwise 
linked switches configured into 4 
VLAN Network Segments.  
----WAN Public IP Range 
----CoCCA Public IP Range  
----Load Balance Private Network 
----DB Private Network 
The Physical Server's Ethernet ports 
are paired and configured with link 
aggregation for load balancing and 
redundancy, with individual Ethernet 
port connections into separate 
switches. 

2X Watchguard XTM810 
configured for Hot Standby  
Intrusion and DDoS 
protection 

2X Barracuda 440 Load 
Balancers, Intrusion 
Detection and DDoS 
protection – Warm Standby 

Veeam 
Dell r515 HSM 

VM Backup 
and 
Replication 

aep Keyper 140.2 
level 4 HSM 

SNAP Server 
N2000 

VM Storage 

Private Network 
192.10.X.X 

PIPE Networks 
ISO 9001:2008 
AS      24130 


